Operating Systems Supported: Windows®95 ,98/Me,NT,2000and XP 



A READ THIS FIRST 



This manual guides you through the process of setting up your LIGHTNING 56X CD-ROM drive and 
fitting the drive into you computer. TAKE ONE STEP AT A TIME AND READ EACH SECTION 
ALL THE WAY THROUGH BEFORE YOU START. 



STEP 1: TURN-OFF YOUR COMPUTER 

Turn off your computer and disconnect the power cable from the back of your PC. Following this, 
remove your computer cover or open the computer's case. 

STEP 2: REMOVE YOUR EXISTING OPTICAL DRIVE [If Applicable] 

Gently remove the mounting screws, 2 on either side of the optical drive, and disconnect the 

connected cables (power, IDE and audio). Gently slide the drive out of the computer case. 

STEP 3: THE LIGHTNING 56X CD-ROM CONNECTORS [For Future Reference] 



ANALOG C S M 
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DC Power Input - Connect to a power cable from 
your computer's power source. The power cable is 
polarized and can fit only one way. 



IDE Cable Input - Connect the 40-pin IDE cable and 
ensure the red stripe on the IDE cable is connected to 
pin 1 as shown in the red circle above. The other end 
of the IDE cable goes to the IDE cable connector on 
the motherboard. 



CS - Cable Select - Some PC manufacturer set 

jumper to CS for special configuration. 

SL - Slave - Set the drive to Slave by setting the 

jumper on these two vertically aligned pins. 

MA - Master - Set the drive to Master by setting the 

jumper on these two vertically aligned pins. 

Analog Audio - Connect the Analog audio cable 
supplied and connect the other end of the cable to the 
four (4) pin connector on the Sound Card or audio 
integrated controller. 



Digital Audio Out - Optional 



STEP 4: CHECK FOR REQUIRED CABLES 




Check and determine how many EIDE / IDE drives you have in your computer including any optical 
drives, hard drives, Zip drives, etc. If you are replacing a CD-ROM or older DVD-ROM, simply 
disconnect the cables from the old optical drive, as you will use these with your new Lightning 56X 
CD-ROM. In most cases, it is best to set-up your Lightning 56X CD-ROM as the secondary master 
or slave (on the 2 nd IDE channel) so as not to interfere with your hard drive (1 st IDE channel). To 
do so, you will need to use another IDE cable. Alternatively, if you already have a CD-RW or CD- 
ROM, you can set the Lightning 56X CD-ROM as the slave drive to either one of these. 
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STEP 5: IDE DEVICE SET-UP 

If you are replacing an existing optical drive with the Lightning 56X CD-ROM drive, we 
recommend you to set the jumper settings to the way the previous drive was set to ensure 
compatibility with other IDE devices (See STEP 3 for different jumper settings for master, 
slave, or cable select). 

If you already have an optical drive that will remain in your computer (such as a CD-RW or a 
CD-ROM drive), you should connect the DVD-ROM drive to the same IDE cable and make the 
DVD-ROM drive the Slave drive (of the two - master/slave). (See diagram below for jumper 
setting). 

If you wish to connect the DVD-ROM drive to the same cable sharing the hard drive, you must 
set the drive to Slave as well (see diagram below). NOTE: we strongly suggest you do not to 
setup your Lightning 56X CD-ROM on the same IDE channel as your hard drive. This will cause 
your hard drive to transfer data at a lower speed. 
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STEP 6: PHYSICAL INSTALLATION 

Find a free drive bay in your computer or the one vacated by the removal of your existing optical 
drive. The DVD-ROM drive fits into any free slot at the top-front of most computer cases. Free 
drive slots usually have a cover plate of metal or plastic that conceals the front of the slot. This 
cover plate is clipped in place or fixed with screws. Remove the cover plate and you're ready to 
install the drive. Carefully slide the drive into the opening so that the disk tray shows at the front 
of your computer with the buttons below the tray. Before you push the drive all the way in, you 
should connect the IDE interface cable, power cable and audio cable to the back of the drive. It 
may be easier to connect the cables first before you push the drive fully into the slot and secure it 
with the screws. Make sure drive is secure with the enclosed mounting screws prior to closing your 



computer case. 




STEP 7: CLOSE THE COMPUTER CASE AND RE-CONNECT THE POWER CABLE 

Close your computer case, turn your computer ON and wait for Windows to boot. Your Lightning 
56X CD-ROM drive does not need any special drivers for Windows. As a "plug and Play" operating 
system, Windows is complete with drivers to support all popular peripherals, including IDE CD-ROM 
drives. 

STEP 8: REGISTER YOUR LIGHTNING 56X CD-ROM 

Register your Mad Dog product on line at www.maddogmultimedia.com and follow the "Product 
Registration" link. You may also access the registration site using your "Applications and 
Information" CD. In order to register, complete the required information and click on the "Register 
Product" button. You will receive via e-mail a unique product registration code. Save this code, as 
you will need it for rebates, special promotions and to receive technical support. 

/i\ Technical Support is available via Phone and E-mail 
E-mail: support@maddogmultimedia.com 
Phone: (801) 607-4304 9:00 AM to 6:00 PM 
Monday - Friday Mountain Time 



FCC Compliance Statement 

This Device complies with part 15 of the FCC Rules. 
Operation is subject to the following two conditions: 
¥ This device may not cause harmful 

interference. 
¥ This device must accept any interference 
received, including interference that may 
cause undesired operation. 
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